Fluoropolymer Hook Up -1-

V5.0

Fluoropolymer Hook Up Wires

Hook Up Wires ETFE, Cu silver plated, - 65 to 150° C

(No stock item)

77, thick-walled
1000/1900V ACU /U

Insulation: Ethylentetrafluorethylen Copolymer (ETFE)
Conductor: silver plated copper (SPC)
Colours: black, brown, red, orange, yellow, green, blue, violet, grey, pink, white, transparent
Temperature Range: -65t0 150 °C

Type: ZT, thin-walled Z, normal

Operating Voltage 300/500V AC U,/U 600/1000V ACU /U

Conductor 5 with Insulation ) with Insulation 5
) main - main : main
AWG | wire@ | Sect. | R number Prin | Pmax | weight | | number Prin Pmax  weight | number

mml | mm?] | [Q/km] [mm]  [mm] [g/m] @ [A] [mm] [mm] [g/m] [A]
32 0.20 A 0.03/584.0/ FLZT3201S 045 049 05 | 3 | FLZ3201S 060 0.70 1.2 3
30 0.25 0.05 3740 FLZT3001S 0.47 058 08 4 | FLZ3001S 066 0.76 1.5 5
28 0.32 | 0.08 | 232.3| FLZT2801S 0.57 0.67 1.1 6 FLZ2801S 0.82 092 20 6
26 040 0.13 146.0 FLZT2601S 065 0.75 16 8 - = = = =
24 0.51 1 0.20 | 89.2 FLZT2401S 0.76 0.85 23 |10 = = = = =
22 064 032 564  FLZT2201S 089 098 35 14 - = = = =
20 0.81 1 0.52| 351 FLZT2001S 1.06 1.15 54 |18 = = = = =

Values |, at 40°C

with Insulation

Pmin |Pmax | weight | |

[mm]

FLZZ3001S 091
FLZZ2801S 0.98
FLZZ72601S 1.06
FLZZ2401S 1.17

FLZZ72201

1.30

FLZZ72001S  1.47

[mm]
1.01
1.08
1.16
1.27
1.40
1.57

[g/m]
1.5
2.0
2.6
35
5.0
6.8

max

[A]

12
15
20

Hook Up Wirese ETFE. Cu tin plated. - 65 to 150° C

(No stock item)

Insulation: Ethylentetrafluorethylene Copolymer( ETFE)
Conductor: tin plated copper (TPC)
Colours: black. brown. red. orange. yellow. green. blue. violet. grey. pink. white . transparent
Temperature Range: -651t0 150 °C
Type: ZT,thin-walled Z, normal 77, thick-walled
Operating Voltage: 300/500V AC U, /U 600/1000V AC U /U 1000/1900V AC U,/U
Conductor 3 with Insulation ) with Insulation 3 with Insulation
AWG | wire-p | Sect. | Rpjay mrjnr:;)ner Pmin [Pmax| weight | 1. mllnr:;)ner Dimin | Pmax | weight | oy n:::;)r;r Pmin | Pmax |weight| Iy
[mm] [mmz] [Q/km] [mm] | [mm] | [g/m] [A] [mm] | [mm] | [g/m] | [A] [mm] | [mm] | [g/m] [A]
32 0.20 | 0.03584.0 | FLZT3201T | 045 |049| 0.5 | 3 | FLZ3201T | 060 0.70 1.2 | 3 = = | = = | =
30 0.25 | 0.05374.0 | FLZT3001T | 047 |0.58| 0.8 | 4 | FLZ3001T 0.91 1.01 15 | 5 |FLZZ3001T 091 | 1.01 15 | 5
28 0.32 | 0.08232.3 | FLZT2801T | 0.57 |0.67| 1.1 6 | FLZ2801T | 0.82 1 092 2.0 FLZZ2801T 098 | 1.08 | 20 | 6
26 0.40 | 0.13/146.0 | FLZT2601T | 0.65 |0.75| 16 | 8 — -— | — | -— | —|FLZZ2601T 1.06 | 1.16 | 26 | 9
24 0.51 | 0.20/89.2 FLZT2401T | 0.76 |0.85| 2.3 |10 — — | — | -— | —|FLZZ2401T| 117 | 1.27 | 35 | 12
22 0.64 | 032564 FLZT2201T | 0.89 1098 35 |14 — -— | — | -— | —|FLZZ2201T/ 130 | 140 50 | 15
20 0.81 | 0.52[35.1 FLZT2001T | 1.06 | 1.15| 54 |18 — -— | — | -— | —|FLZZ2001T| 147 | 1.57 | 6.8 | 20

Values |y ax at 40°C

Item number: main number colour
Colour: = red (rt). blue (bl). black (sw).white (ws). green(gn). brown (br).
violet (vi).orange (or). yellow (ge). grey (gr). pink (rs). transparent (tr)

Example: FLZT3001TOR

FLZT3001T = main number
OR =orange
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Fluoropolymer Hook Up -2- V5.0

Hook Up Wires ETFE. extremely thin-walled. -65 to 150 °C (No stock item)

Insulation: Ethylentetraflourethylene Copolymer (ETFE)
Conductor: high strength. silver plated copper alloy (HSA) or
tin plated copper (TPC)
Colours: black. brown. red. orange. yellow. green. blue. violet. grey. pink.white . transparent
Temperature Range: -65 to 150 0C
Type: UZT. extremely thin-walled
Operating Voltage: 160/300V AC Up/U
Conductor: high strength. silver plated copper alloy (HSA)
Conductor With insulation Current
AWG main number D max Section Rmax | Pmin Drmax Weight (.
[mm] [mmZ] [©Q/km] [mm] [mm] [g/m] [A]
36 FLUZT3601H 0.01 0.27 1825 0.27 ]0.29 0.25 2
34 FLUZT3401H 0.02 0.31 1139 028 033 0.35 2
32 FLUZT3201H 0.03 0.36 627.0 033 038 0.50 3
30 FLUZT3001H 0.05 0.42 401.0 039 |0.44 0.70 4
Conductor: Tin plated copper (TPC)
Conductor With insulation Current
AWG main number Dmax Section Rrmax Dmin Dmax Weight
[mm] [mmz] [©Q/km] [mm] [mm] [g/m] [A]
28 FLUZT2801T 0.32 0.08 221.0 0.47 0.52 1.0 6
26 FLUZT2601T 0.40 0.13 139.0 0.59 0.64 1.6 8
Item number: main number colour

Conductor:  H = high strength. silver plated copper alloy (HSA)
T=tin plated copper (TPC)
Coulour: =red (rt). blue (bl). black (sw).white (ws). green(gn). brown (br).
violet (vi).orange (or). yellow (ge). grey (gr). pink (rs). transparent (tr)

Example: FLUZT3401HBN
FLUZT3401 = main number
H = high strength. silver plated copper alloy (HSA)
BN = brown
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Fluoropolymer Hook Up -3- V5.0

Hook Up Wires FEP. Cu silver plated. -65 to 200 °C (No stock item)

Insulation: Fluorethylenpropylene Copolymer (FEP)
Conductor: silver plated copper (SPC)
Specification: based on NEMA-HP4
Colours: black. brown. red. orange. yellow. green. blue. violet. grey. pink.white. transparent
Temperature Range: -65t0200°C
Type: KT, thin-walled K, normal KK, thick-walled
Operating Voltage: 250/500V AC UO/U 600/1000V ACU /U 1000/1900V AC U /U
Conductor With Insulation With Insulation With Insulation
AWG | wire-@| Sect. | R Main Prin | Pmax | weight | Main Prin Pmax weight | Main Prin | Pmax | weight | |
number number number
[mm] [mmz] [Q/km] [mm] | [mm] | [g/m] | [A] [mm]  [mm] [g/m] [A] [mm] | [mm] [g/m] [A]

32 |0.20| 0.03 | 584.0 | FLKT3201S (046 0.56 | 0.7 ' 4 FLK3201S 0.71 081 1.1 4 FLKK3201S 084 104 1.8 4
30 0.25 0.05 3740 FLKT3001S 0.56 061 09 |5 FLK3001S 0.76 0.86 13 5 FLKK3001S 091 112 21 6
28 |0.320.08 2323 | FLKT2801S |0.59 069 | 1.5 |7 FLK2801S 084 094 1.7 7 FLKK2801S 099 119 25 8
26 040 0.13 146.0 FLKT2601S 066 0.76 1.7 9 | FLK2601S 091 1.01 23 10 FLKK2601S 1.07 127 3.2 10
24 10.51/0.20 | 89.2 | FLKT2401S | 0.76 0.86 | 2. |12 FLK2401S 1.02 1.12 3.1 13 FLKK2401S 1.17 137 | 4.1

22 064 032 564 FLKT2201S 089 1.01 3.8 16/ FLK2201S 1.15 127 44 17 FLKK2201S 130 152 56 18
20 | 0.81]0.52 ] 351 | FLKT2001S |1.07 | 1.17 | 56 22 FLK2001S 132 142 6.5 23 FLKK2001S 147 168 7.7 23

16 129 131 140 — — | - -—- -— FLK1601S 1.87 205 147 40 FLKK1601S 196 226 16 41
. . o .
Hook Up Wires FEP. Cu tin plated. -65 to 180 °C (No stock item)
Insulation: Fluorethylenpropylene Copolymer(FEP)
Conductor: tin plated copper (TPC)
Colours: black. brown. red. orange. yellow. green. blue. violet. grey. pink.white . transparent
Specification: based on NEMA-HP4
Temperature Range: 65t0 180 °C
Type: KT, thin-walled K, normal KK, thick-walled
Operating Voltage: 250/500V ACU/U 600/1000V AC U /U 1000/1900V AC U/U
Conductor With Insulation With Insulation With Insulation
AW Main Main Main
G Wired Sect. | Ry number Pmin | Pmax |weight| | number Pmin Pmax weight | number min | Dmax | weightt [

(mm] | (mm?] | [€/km] [mm] | [mm] | [g/m] [A] [mm]  [mm] [g/m] [A] [mm] | [mm] | [g/m] [A]
32 /0.20 0.03 |584.0| FLKT 3201T 046 0.56 0.7 4 FLK3201T 061 0.81 1.1 4 FLKK3201T @ 084 094 1.01 4
30 0.25 0.05 374.0 FLKT3001T 051 061 09 5 FLK3001T 066 086 13 5 FLKK3001T 092 102 112 5
28 /032 0.08 |232.3| FLKT 2801T 0.59 0.69 15 7 FLK2801T 0.74 094 1.7 7 FLKK2801 | 099 109 1.19 7
26 040 0.13 146.0 FLKT2601T 066 0.76 1.7 9 FLK2601T 081 1.02 23 9 FLKK2601T 107 1.17 127 9
24 /051 0.20 | 89.2 | FLKT 2401T  0.76 0.86 2.6 12 FLK2401T 0.92 1.13 3.1 12 FLKK2401T | 1.17 127 137 12
22 064 032 564 FLKT2201T 089 1.01 3.8 15 FLK2201T 1.04 127 44 16 FLKK2201T 130 141 152 16
20 /0.81 0.52 | 35.1 | FLKT 2001T = 1.07 1.17 56 21 FLK2001T 1.22 142 6.5 21 FLKK2001T | 147 157 1.67 22

18 1.02 0.82 22.2 — - -~ — - FLK1801T 142 168 96 28 FLKK1801T 1.68 1.82 196 29
16 (1.29 1.31| 14.0 — - -~ | -— - FLK1601T 1.70 2.06 14.7 37 FLKK1601T | 1.96 |2.11| 226 37
Values Iy ax at 40 °C
Item number: Main number colour

Colour: =red (rt). blue (bl). black (sw).white (ws). green(gn). brown (br).

violet (vi). orange (or). yellow (ge). grey (gr). pink (rs). transparent (tr)
Example FLKT3401TBL
FLKT3401T = Main number
BL = blue
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Fluoropolymer Hook Up -4 - V5.0

Hook Up Wires PTFE. Cu silver plated. -65 to 200 °C (No stock item)

Insulation: Polytetrafluorethylene Copolymer (PTFE)

Conductor: silver plated copper (SPC)

Specification: based on NEMA-HP3

Colours black. brown. red. orange. yellow. green. blue. violet. grey. pink.white . transparent

Temperature Range:-65 °C to + 200 °C

Type: ET, thin-walled E, normal EE, thick-walled
Operating Voltage: 250/500V ACU/U 600/1000V ACU /U 1000/1900V AC U /U
Conductor With Insulation With Insulation With Insulation
AW wire-@ Sect. | Ryax Main Bin| Pmax | weight |m Main Bmin Pmax  weight |max Main @min | @max weight |"BX
G number number number
[mm] [mmz] [Q/km] [mm] [mm] [g/m] | [A] [mm]  [mm] [g/m] [Al [mm] | [mm]  [g/m] [Al

32 |0.20 0.03 |544.6, FLET3201S 040 0.56 | 0.70 4 FLE3201S 064 084 1.1 5 | FLEE3201S | 0.86 1.07 1.8 5
30 0.25 0.05 347.7 FLET3001S 0.51 0.61 0.90 FLE3001S 066 086 13 6  FLEE3001S 0.92 1.12 2.1 7
28 |0.32 0.08 |218.8 FLET2801S 0.59 069 1.2 | 8 FLE2801S 0.74 094 1.7 9 | FLEE2801S | 0.99 1.19 25 9
26 040 0.13 1374 FLET2601S 066 076 1.7 10 FLE2601S 081 101 23 10 FLEE2601S 1.07 127 3.2 1
24 |0.51 0.20 |85.95 FLET2401S 0.76/ 0.86 @ 25 14 FLE2401S 092 1.12 3.1 13  FLEE2401S 1.17 137 4.1 15
22 0.64 032 54.13 FLET2201S 089 1.02 3.7 19 FLE2201S 1.05 125 44 17 FLEE2201S 130 152 5.0 20
20 |0.96 0.56 (32.18 FLET2001S [1.07 1.17 @ 56 |25 FLE2001S 137 157 75 22 FLEE2001S  1.47 1.68 7.7 26
18 1.020.82 21.39 = = = -— — FLE1801S 144 164 96 30 FLEE1801S 1.68 193 11 35
16 11.29/1.30 1345 = = = -— | -— FLE1601S 1.77 1.97 15 39 | FLEE1601S | 1.96 2.26 16 46
Values |, at 40 °C

[e)}

. . o

Hook Up Wires PTFE. Cu nickel plated. -65 to 260 °C (No stock item)
Insulation: Polytetrafluorethylene Copolymer (PTFE)

Conductor: nickel plated copper (NPC)

Specification: based on NEMA-HP3

Colours: black. brown. red. orange. yellow. green. blue. violet. grey. pink.white. transparent

Temperature Range: -65 °Cto + 260 °C

Type: ET, thin-walled E, normal EE, thick-walled
Operating Voltage: 250/500V ACU /U 600/1000V ACU /U 1000/1900V ACU /U
Conductor With Insulation With Insulation With Insulation
AWG |wired| Sect. | Ry Main Pimin | Prmax | weight | by Main Pmin Pmax  weight oy Main Prmin | Pmax | weight | by
number number number
mm] | (mm?] | [©Q/km] [mm] | [mm] = [g/m] | [A] [mm]  [mm]  [g/m] Al [mm] | [mm] | [g/m] | [A]

32 /0.20/0.03 | 580.7 | FLET3201N | 0.40 | 0.56 | 0.70 | 4 FLE3201N 0.64 0.84 1.1 5 FLEE3201N 086  1.07 1.8

30 0.25 0.05 360.8 FLET3001N 051 0.61 090 6 FLE300IN 066 086 1.3 6 FLEE3001N 092 1.12 2.1 7

28 032 0.08 | 227.6 FLET2801N | 059 | 069 1.2 | 8  FLE280IN 0.74 094 1.7 9 FLEE2801N| 0.99 | 1.19 25 9

26 040 0.13 143.0 FLET2601IN 066 0.76 1.7 10 FLE260IN 0.81 1.01 23 10 FLEE2601IN 1.07 127 32 11
24 0.51/0.20 | 89.56 |FLET2401N  0.76 | 0.86 | 2.5 |14 FLE2401N 0.92 1.12 3.1 13 FLEE2401N 1.17 137 | 41 |15
22 064 032 5643 FLET2201N 089 1.02 3.7 19 FLE220IN 105 125 44 17 FLEE2201IN 130 152 50 |20
20 /0.81/0.52| 3543 | FLET2001N | 1.07 | 1.17 | 56 | 25 FLE200IN 137 157 75 22 FLEE2001N 147 168 | 7.7 |26

18 1.02 0.82 2227 — - - -— -- FLE1801IN 144 164 9.6 30 FLEE1801N 1.68 1.93 11 35
16 [1.29| 130  14.00 — - - - --  FLE1601N 1.77 1.97 15 39 FLEE1601N 1.96 2.26 16 |46
Valus lnax at40°C
Item number: main number colour
colour =red (rt). blue (bl). black (sw). white (ws). green(gn). brown (br).

violet (vi). orange (or). yellow (ge). grey (gr). pink (rs). transparent (tr)
Example:  FLET3201NGN

FLET3201N = main number
GN = green
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Fluoropolymer Hook Up -5- V5.0

Hook Up Wires PTFE. extremely thin-walled. -65 to 200 °C (No stock item)

Insulation: Polytetrafluorethylen Copolymer (PTFE)
Conductor: high strength. silver plated copper alloy (HSA) or
silver plated copper(SPC)
Colour: black. brown. red. orange. yellow. green. blue. violet. grey. pink.white. transparent
Temperature Range: -65 to 200°C
Type: UT. extremely thin wall
Operating Voltage: 160/300V AC Up/U
Conductor: High strength. silver plated copper alloy (HSA)
Conductor With Insulation
|
AWG Main number Dmax section Rmax Dmin Dmax weight max
[mm] [mm2] [Q/km] | [mm] [mm] [g/m] [A]
36 FLUT3601H 0.13 0.01 1825 0.24 0.29 0.25 2
34 FLUT3401H 0.16 0.02 1139 0.28 0.33 0.35 3
32 FLUT3201H 0.20 0.03 627.0 0.33 0.38 0.50 4
30 FLUT3001H 0.25 0.05 401.0 0.39 0.44 0.70 5
Conductor: Silver plated copper (SPC)
Conductor With Insulation
|
AWG Main number Dmax section Rrmax Dmin Dmax weight e
[mm] [mm2] [©Q/k m] [mm] [mm] [g/m] [A]
28 FLUT2801S 0.32 0.08 221.0 0.47 0.52 1.0 6
26 FLUT2601S 0.40 0.13 139.0 0.59 0.64 1.6 9

Values Imax at 40 °C

Item number: main number conductor colour
Conductor: S =silver plated copper
H = high strength. silver plated copper alloy

Colour: red (rt). blue (bl). black (sw). white (ws). green(gn). brown (br).
violet (vi). orange (or). yellow (ge). grey (gr). pink (rs). transparent (tr)

Example: FLUT3401THSW

FLUT3401H = main number
H = high strength. silver plated copper alloy
SW = black
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