Fluoropolymer Stranded Wires

-1-

V5.0

Fluoropolymer Stranded Hook Up Wires

Stranded Hook Up Wires ETFE, Cu silber plated, -65 bis 150 °C

(No stock item)

Ehylentetrafluorethylene Copolymer (ETFE), extruded

black, brown, red, orange, yellow, green, blue, violet, grey, pink, white, transparent

Insulation:
Conductor: silver plated copper (SPC)
Colours:
Temperature Range: -651t0150°C
Type: 7T, thin-walled
Operating Voltage: 250/500V AC Up/U
Strands Conductor with Insulation
AWG wire-@ | sect. R Main Dnin | Prmax | weight
number x @ number
mm] | m?) | [Q/km] mm] | [mm] | [g/m]
32 7x0,079 0,24 1 0,04 | 5971 - — - —
30 7x0,102 0,30 0,06 3543 FLZT3007S 0,58 0,65 1,0
28 7x0,127 0,38 | 0,09 | 223,8 FLZT2807S 0,64 0,73 | 1,5
26 7x0,160 048 0,14 1398 FLZT2607S 0,76 0,86 2,1
19x0,102 0,48 | 0,16 | 131,6 | FLZ2619S 0,76 0,86 22
24 7x0,203 0,60 0,22 86,0 FLZT2407S 0,86 096 3,0
19x0,127/ 0,60 | 0,24 | 83,3 FLZT2419S 086 0,96 3,2
22 7x0,254 0,76 0,36 548 FLZT2207S 1,04 1,14 44
19x0,160 0,76 | 0,38 | 52,2 |FLZT2219S 1,04 1,14 47
20 7x0,320 096 0,56 34,1 FLZT2007S 1,25 135 6,6
19x0,203 0,97 | 0,60 | 32,0 |FLZF2019S 1,25 135 7,1
18 19x0,254 1,21 096 204 — — - -
16 19x0,287 1,36 | 1,23 | 15,8 -— -— - -—
14 19x0,361 1,70 1,87 10,0 -— — - —
12 19x0,455 2,14 | 3,02 | 6,30 -— -— - -—
10 37x0,404 2,82 465 413 = = = | =
8 | 133x0,287 4,10 | 860 | 2730 — — | - -
6 133x0361 513 140 1,46 = = = | =
4 | 133x0,455 6,75 | 22,0 | 0,920 — — | - -
2  665x0260 851 340 0,580 = = = | =

Values |, at40°C

Item number:

Main number
Colour:=red (RT), blue (BL), black (SW), white (WS), green(GN), brown (BR),
violet (V1), orange (OR), yellow (GE), grey (GR), pink (RS), transparent (TR)

Example: = FLZT3007SRT
FLZT3007S =main number
RT=red

Z, normal
600/1000V AC Ug/U

with Insulation

nl':nn;:;)ner il | i
[mm]  [mm] [g/m] [A]
FLZ3207S 0,64 0,74 1,23
FLZ3007S 0,70 0,80 1,55
FLZ2807S 0,78 0,88 2,06
FLZ2607S 0,93 0,98 2,79
FLZ2619S 0,93 0,98 2,899
FLZ2407S 1,06 1,11 3,712
FLZ2419S 1,06 1,11 3,912
FLZ2207S 1,22 1,27 5215
FLZ2219S 1,22 1,27 5515
FLZ2007S 1,41 1,46 7,520
FLZ2019S 1,41 1,46 8,120
FLZ1819S 1,97 2,11 1629
FLZ1619S 234 2,47 2033
FLZ1419S 282 2,95 3345
FLZ1219S 2,68 2,95 3360

77, thick-walled
1000/1900V AC Up/U

with Insulation
Main o . @

min max
number

[mm]
FLZZ3207S 0,89
FLZZ3007S 0,96
FLZ72807S 1,04
FLZZ2607S 1,14
FLZ72619S 1,14
FLZ72407S 1,26
FLZ72419S 1,26
FLZ72207S 1,42
FLZZ72219S 1,42

FLZ72007S 1,62
FLZZ2019S 1,62
FLZ71819S 1,93
FLZZ1619S 2,09
FLZ71419S 2,46
FLZZ1219S 2,93

FLZZ1037S 3,46
FLZ78133S 4,96
FLZZ6133S 6,00
FLZ74133S 7,50
FLZZ2665S 9,00

lg/m]
1,2
1,57
2,0
2,7
2,8
3,7
39
52
55

7,57
8,1
12
16
20
33

55
95
140
225
335

weight | fnax

114
61
207
300
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Fluoropolymer Stranded Wires -2- V50

Stranded Hook Up Wires ETFE, extremely thin-walled, -65 to 150 °C (No stock item)

Insulation: Ethylentetrafluorethylene Copolymer (ETFE)
Conductor: AW 36 - 30: high strength, silver plated copper alloy (HSA)
AWG: 28: tin plated copper (TPC)
Colours: black, brown, red, orange, yellow, green, blue, violet, grey, pink, white, transparent
Temperature Range: -65 to 1500C
Type: UZT, extremely thin wall
Operating Voltage: 160/300V AC U, /U
strands Conductor With Insulation
AWG Main number numberx@ | Dmax | section R Dmin | Pmax weight atlz(a)x"(ﬁ
[mm] [mm] [mm2] [©Q/km] [mm] [mm] [g/m] [A]l
36 FLUZT3607H 7 x 0,050 0,01 0,32 1545 0,29 0,34 0,30 2
34 FLUZT3407H 7 x 0,060 0,02 0,36 979,0 0,33 0,38 0,40 2
32 FLUZT3207H 7x0,079 0,03 0,42 621,0 0,39 0,44 0,55 3
FLUZT3219H 19x 0,050 0,04 0,42 571,0 0,39 0,44 0,65 3
30 FLUZ3007H 7x0,102 0,05 0,49 373,0 0,46 0,51 0,85 4
FLUZT3019H 19 x 0,060 0,05 0,50 360,0 0,47 0,52 0,90 4
28 *FLUZT2807T 7x0,127 0,38 0,09 210,0 0,53 0,58 1,2 6

* tin plated copper

Item number: Main number
Colour:=red (RT), blue (BL), black (SW), white (WS), green(GN), brown (BR),
violet (V1), orange (OR), yellow (GE), grey (GR), pink (RS), transparent (TR)

Example:= FLUZT3407HBR
FLUZT3407H =main number
BR=brown
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Fluoropolymer Stranded Wires -3- V 5.0

Stranded Hook Up Wires PTFE, Cu siver plated, -65 to + 200 °C (No stock item)

Insulation: Polytetrafluorethylene Copolymer (PTFE), extruded
Conductor:: silver plated copper (NPC)
Specification: based on NEMA-HP3
Colours: black, brown, red, orange, yellow, green, blue, violet, grey, pink, white, transparent
Temperature Range: -65 °C to + 200 °C
Type: ET, thin-walled E, normal EE, thick-walled
Operating Voltage: 250/500V ACU/U 600/1000V ACU/U 1000/1900V AC U /U
strands conductor . with insulation . with insulation . with insulation
AWG I N main —a weight | 1max main G weight | max main NG weight |max
numberx g number I || TR number min]  “max number D || Makre
[mm] | [mm? | [Q/km] [mm] | [mm] | [g/m] | [A] [mm] [mm] [g/m] @ [A] [mm] | [mm] | [g/m]| (Al
32 7x0.079 | 0.24|0.04 |610.2| FLET3207 051 061 080 4 FLE3207 066 086 1.2 5 FLEE3207 092 1.12 203 5
19x0.051 025 0.04 587.2 FLET3219 0.51 0.61  0.80 FLE3219 0.66 0.86 1.3 FLEE3219 092 1.12 23
30 7x0.102 | 0.30  0.06 360.8 FLET3007 0.56 066 10 5 FLE3007 0.71 091 15 6 FLEE3007 097 117 23|7
19x0.064 032 0.06 367.4 FLET3019 0.56 0.66 1.0 FLE3019 0.71 091 1.5 FLEE3019 097 1.17 29
28 7x0.127 |0.380.09 221.7 FLET2807 054 (074 15 | 7 FLE2807 0.79 099 20 9 FLEE2807 1.04 124 29 9
19x0.079 039 0.09 227.3 FLET2819 054 074 1.5 FLE2819 0.79 0.99 20 FLEE2819 1.04 124 36
26 7x0.160 | 0.48  0.14 1384 FLET2607 0.74 | 084 21 9 FLE2607 0.89 1.09 277 10 FLEE2607 1.14 135 3.8 11
19x0.102 048 0.16 1345 FLET2619 0.74 0.86 2.2 FLE2619 0.90 1.10 2.8 FLEE2619 1.14 137 48
24| 7x0.203 | 0.60 | 0.22 |8530 FLET2407 0.86 0.96 3.0 12 FLE2407 1.02 122 3.7 13 FLEE2407 1.27 147 50|15
19x0.127 060 0.24 8267 FLET2419 086 0.99 3.2 FLE2419 1.03 1.23 3.99 FLEE2419 1.27 150 6.4
22 7x0254 | 076 036 53.15| FLET2207 1.02 1.12| 44 16 FLE2207 120 140 5.5 17 FLEE2207 142 163 6.7 20
19x0.160 0.76 038 51.50 FLET2219 1.02 1.17 4.7 FLE2219 1.20 140 5.5 FLEE2219 142 1.68 89
20 7x0.320 | 0.96  0.56 33.46/ FLET2007 1.22 132 6.6 22 FLE2007 1.37 157 7.5 22 FLEE2007 163 1.83 9.5 26
19x0.203 096 060 31.75 FLET2019 1.22 132 7.1 FLE2019 137 157 8.1 FLEE2019 163 183 13
18 7x0404 | 1.21 | 0.88 |21.06 == == -~ | -— | —  FLE1807 165 185 12 30 FLEE1807 1.88 213 14 35
19x0.254 1.20 0.96 19.78 === o= -—- | — — FLE1819 165 185 12 FLEE1819 1.88 213 17
16 19x0.287 | 1.36 | 1.23 |15.51 == == -~ | — | —  FLE1619 193 213 16 39 FLEE1619 211 241 24 46
14 19x0361 1.70 1.87 9.810 === o= — — — FLE1419 232 252 23 53 FLEE1419 249 290 36 53
12 19x0.455 | 2.14 | 3.02 |6.168 == == -~ | -— | —  FLE1219 280 3.00 34 70 FLEE1219 297 338 35 61
37x0.320 2.17 297 6.468 - - === — — FLE1237 267 3.02 41 FLEE1237* 292 332 52 80
10 37x0.404 | 2.80 | 3.64 4.068 == == -~ | — | -— FLE1037* 330 3.50 52 94 FLEE1037* 3.48 3.89 94 108
8 133x0287 4.10 860 2.192 === = == | = = == — — — — FLEE8133* 505 5.56 155160
6 | 133x0.361 | 5.15 |13.61/1.430 - = == = ||= = — = == -—- FLEE6133* | 7.26 7.65 155216
Values | at 40°C * wound (not extruded)
Item number: Main number

Colour:=red (RT), blue (BL), black (SW), white (WS), green(GN), brown (BR),
violet (V1), orange (OR), yellow (GE), grey (GR), pink (RS), transparent (TR)

Example: = FLET3207BR
FLET3207 =main number
BR=brown
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Fluoropolymer Stranded Wires

-4 -

V5.0

Stranded Hook Up Wires PTFE, Cu nickel plated, -65 to + 260 °C

(No stock item)

Insulation:
Conductor::
Specification:
Colours:

Temperature Range:

Type:

Operating Voltage:

strands
AWG
numberx g

32 7x0.079
19x0.051
7x0.102
19 x 0.064
7x0.127
19x0.079
7x0.160
19x0.102
7x0.203
19x0.127
7x0.254
19x0.160
7x0.320
19x0.203
7 x0.404
19x0.254
19x0.287
19x0.361
19x0.455
37x0.320
10 37x0.404
8 133x0.287
6 | 133x0.361

30

28

26

24

22

20

18

16

14
12

wire-@
[mm]
0.24
0.25
0.30
0.32
0.38
0.39
0.48
0.48
0.60
0.60
0.76
0.76
0.96
0.96
1.21
1.20
1.36
1.70
2.14
2.17
2.80
4.10
5.15

Values |, at 40°C

Item number:

Polytetrafluorethylene Copolymer (PTFE), extruded
nickel plated copper (NPC)
based on NEMA-HP3
black, brown, red, orange, yellow, green, blue, violet, grey, pink, white, transparent
-65 °C to + 260 °C

conductor

sect.
[mm?]
0.04
0.04
0.06
0.06
0.09
0.09
0.14
0.16
0.22
0.24
0.36
0.38
0.56
0.60
0.88
0.96
1.23
1.87
3.02
297
3.64
8.60
13.61

R
[Q/km]
610.2
587.2
360.8
367.4
221.7
227.3
138.4
134.5
85.30
82.67
53.15
51.50
33.46
31.75
21.06
19.78
15.51
9.810
6.168
6.468
4.068
2.192
1.430

Main number

main )
number

FLET3207N
FLET3219N
FLET3007N
FLET3019
FLET2807N
FLET2819N
FLET2607N
FLET2619N
FLET2407N
FLET2419N
FLET2207N
FLET2219N
FLET2007N
FLET2019N

ET, thin-walled
250/500V AC U /U

with insulation

min
[mm]
0.51
0.51
0.56
0.56
0.54
0.54
0.74
0.74
0.86
0.86
1.02
1.02
1.22
1.22

weight

l/m]
0.80
0.80

max main

number
[A]

4 | FLE3207N

FLE3219N
6  FLE3007N

FLE3019N
8  FLE2807N
FLE2819N
FLE2607N
FLE2619N
FLE2407N
FLE2419N
FLE2207N
FLE2219N
FLE2007N
FLE2019N
FLE1807N
FLE1819N
FLE1619N
FLE1419N
FLE1219N
FLE1237N
-—  FLE1037N*

10

14

19

E, normal

600/1000V ACU,/U

with insulation

Zmin}
[mm]
0.66
0.66
0.71
0.71
0.79
0.79
0.89
0.90
1.02
1.03
1.20
1.20
1.37
1.37
1.65
1.65
1.93
2.32
2.80
2.67
3.30

zmax

[mm]
0.86
0.86
0.91
0.91
0.99
0.99
1.09
1.10
1.22
1.23
1.37
1.40
1.57
1.57
1.85
1.85
2.13
2.52
3.00
3.02
3.50

weig
lg/m]
1.2
1.3
1.5
1.5
2.0
2.0
2.7
2.8
37
3.99
52
5.59
7.5
8.1
12
12
16
23
34
41

ht |

max

[A]
5

26

34

45

59
79

Colour:=red (RT), blue (BL), black (SW), white (WS), green(GN), brown (BR),
violet (V1), orange (OR), yellow (GE), grey (GR), pink (RS), transparent (TR)

Example:= FLET3207NBR

FLET3207N =main number

BR

=brown

EE, thick-walled
1000/1900V AC U /U

main
number

FLEE3207N
FLEE3219N
FLEE3007N
FLEE3019N
FLEE2807N
FLEE2819N
FLEE2607N
FLEE2619N
FLEE2407N
FLEE2419N
FLEE2207N
FLEE2219N
FLEE2007N
FLEE2019N
FLEE1807N
FLEE1819N
FLEE1619N
FLEE1419N
FLEE1219N
FLEE1237N*
FLEE1037N*
FLEE8133N*
FLEE6133N*

with insulation

Qmin
[mm]
0.92
0.92
0.97
0.97
1.04
1.04
1.14
1.14
1.27
1.27
1.42
1.42
1.63
1.63
1.88
1.88
2.11
2.49
2.97
292
3.48
5.05
7.26

Q)max

[mm]
1.12
1.12
1.17
1.17
1.24
1.24
1.35
1.37
1.47
1.50
1.63
1.68
1.83
1.83
213
2.13
241
2.90
3.38
3.32
3.89
5.56
7.65

weight I max

gm]| Al
20| 5
2.0

237
23

2919
2
3.6
38
4.8
5.0
6.47
6.7
8.9
9.5
13
14
17
24
36
3580
52 108
94 160
155216

20

26

35

46

61

* wound (not extruded)
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Fluoropolymer Stranded Wires

-5

V5.0

Stranded Hook Up Wires PTFE, Cu silver plated, extremely thin-walled

(No stock item)

Type:

Insulation:

Colours:

Specification:
Conductor:

Temperature Range:
Operating Voltage:

UT, extremly thin wall

Polytetrafluorethylenr Copplymer (PTFE)

black, brown, red, orange, yellow, green, blue, violet, grey, pink, white, transparent

intern

AWG 36 - 30: high strength, silver plated copper alloy (HSA)
WG 28:silver plated copper (SPC)

-65t0 200 °C
<50V

Well suited in the case of lack of space.

strands conductor with insulation ) lmax
AWG Main number | mumberx@ | Dmax Section R Prom | Pmin | Pmax weight at 40 °C
[mm] [mm] [mm?] [Q/km] | [mm] [mm] [mm] [g/m] [A]

36 FLUT3607H 7x0.050 0.15 0.01 1545 0.32 0.29 0.34 0.30 2
34 FLUT3407H 7 x 0.060 0.19 0.02 979.0 | 036 0.33 0.38 0.40 3
32 FLUT3207H 7 x0.080 0.24 0.03 621.0 0.42 0.39 0.44 0.55 3
32 FLUT3219H 19 x 0.050 0.25 0.04 571.0 0.42 0.39 0.44 0.65

30 FLUT3007H 7x0.102 0.30 0.05 373.0 0.49 0.46 0.51 0.857 5
30 FLUT3019H 19 x 0.060 0.32 0.05 3600 | 0.50 0.46 0.51 0.90

28 FLUT2807S 7x0.127 0.38 0.09 210.0 0.56 0.53 0.58 1.2 6

Item number:

Main number

Colour:=red (RT), blue (BL), black (SW), white (WS), green(GN), brown (BR),
violet (V1), orange (OR), yellow (GE), grey (GR), pink (RS), transparent (TR)

Conductor H = high strength, silver plated copper alloy

S = silver olated copper

Example: = FLUT3407HBR
FLUT3407H =main number

BR=brown
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Fluoropolymer Stranded Wires -6 - V 5.0

Stranded Hook Up Wires FEP, Cu silver plated, -65 to 200 °C (No stock item)

Insulation: Fluorethylenpropylene (FEP)
Conductor: silver plated copper (SPC)
Specification: based aon NEMA-HP4
Coloues: black, brown, red, orange, yellow, green, blue, violet, grey, pink, white, transparent
Temperature Range: -651t0200°C
Type: KT, thin-walled K, normal KK, thick-walled
Operating Voltage: 250/500V AC U /U 600/1000V AC U /U 1000/1900V AC U, /U
strands conductor withinsulation withinsulation withinsulation
I:Z\:Sc numberx @ W;e- sect. | R main number Zmin | Pmax | weight 'max n:::;)ner Pimin] Pmax  weight 'max n:::i)ner Brmin Pmax | weight | Tmax
[mm] [mmz] [©/km] [mm] | [mm] | [g/m] @ [A] [mm]  [mm] [g/m] [A] [mm] | [mm]  [@/m] @ [A]
32 | 7x0.079 [0.24/0.03|/5971 FLKT3207S 0.51 0.61 08 @4 FLK3207S 0.64 0.84 1.2 4 FLKK3207S 0.89 1.09 19 4
19x0.051 0.24 0.04 5545 — —  -— | -— — FLK3219S 0.66 0.86 1.3 FLKK3219S 0.89 1.09 1.9
30 | 7x0.102 [0.30/0.06|3543 FLKT3007S 0.56 0.66 1.0 7 FLK3007S 0.71 091 1.5 5 FLKK3007S 0.97 1.17 237 6
19x0.064 0.30 0.06 3478 — —  -— | -— — FLK3019S 0.71 091 1.5 FLKK3019S 0.97 1.17 23
28 | 7x0.127 [0.38/0.09/2238 FLKT2807S 0.64 0.74 1.4 9 FLK2807S 0.79 0.99 20 7 FLKK2807S 1.04 124 27 8
19x0.079 0.37 0.09 2221 — — | -— | — — FLK2819S 0.79 0.99 20 FLKK2819S 1.04 1.24 2.7
26 | 7x0.160 |0.48/0.14| 1398 FLKT2607S 0.74 0.84 20 12 FLK2607S 0.89 1.09 2.7 10 FLKK2607S 1.14 135 3.5 10
19x0.102 0.48 0.15 1316 FLKT2619S 0.74 0.84 2.1 12 FLK2619S 0.89 1.09 28 FLKK2619S 1.14 135 3.6
24 | 7x0203 |0.600.23|/86.0 FLKT2407S 0.86 0.96 29 12 FLK2407S 1.02 1.22 3.7 13 FLKK2407S 1.27 147 46 13
19x0.127 0.60 0.24 83.3 FLKT2419S 0.86 096 29 12 FLK2419S 1.02 1.22 39 FLKK2419S 1.27 147 47

0,25 14x0.150 0.66/0.25 76.9 | FLKT0025S 0.90 1.00 4.0 |14 FLK0O025S 1.10 1.20 4.0 15 = = || = | = | =
22 7x0254 0.76 035 548 FLKT2207S 1.02 1.12 44 14 FLK2207S 1.17 137 5.27 17 FLKK2207S 152 163 6.1 18

19x0.160 0.76 038 522 FLKT2219 102 1.12 449 14 FLK2219S 1.17 137 55 FLKK2219S 152 163 6.4
0,50 19x0.185 0.88 050 40.1 FLKT0500S 120 130 60 22 FLK0050S 140 1.50 7.0 23 —
20  7x0320 096 056 341 FLKT2007S 122 132 63 22 FLK2007S 137 157 7.5 FLKK2007S 1.73 1.83 85 23
19x0203 096 0.62 320 FLKT2019S 122 132 66 22 FLK2019S 137 157 8.1 FLKK2019S 1.73 1.83 9.0
0,75 19x0.225 1.13 0.75 267 FLKT0075S 140 150 9.0 29 FLK00075 160 1.70 100 29 —
18 7x0404 121 090 21.5 — — — — FLKI807S 163 1.88 11.1 30 FLKK1807S 201 213 12 31
19x0.254 | 1.20 0.96 20.4 —  —  — — FLKI819S 163 188 114 FLKK1819S | 201 2.13 13
1,00 32x0200 1.20 1.00 20.0 — — — — FLKO100S 175 1.85 130 35 —
16 | 19x0287 136 1.23 158 —  —  — — FLK1619S 185 221 14. FLKK1619S 2.11 2.26 16.5
1,50 30x0.250 1.50 1.50 13.7 — — — — FLKO150S 203 213 17.0 44 -~
14 | 19x0361 1.71/1.94 10.0 —  —  — — FLK14195 224 259 223 52 FLKK1419S 269 290 24 53
2,50 50x0.250 1.95 2.50 821 — — — — FLK0250S 253 263 280 61 -~ — | -] -] -
12 | 19x0455 2.15/3.08 6.30 —  —  — — FLKI2195 272 307 340 70 FLKK1219S 3.18 338 36 71
37x0.320 2.24 2.98 6.59 — —  — — FLK1237S 267 302 342 FLKK1237S 3.12 333 37
4,00 56x0.300 248 4.00 509 — —  — — FLK0400S 308 3.18 420 83
10 37x0.404 282 474 4.3 — —  — — FLK1037S 322 358 507 - — == - |-
6,00 84x0.300 292 6.00 339 — —  — — FLKO600S 3.78 388 620 - e e e e
8 133x0.287 410861 230 — =  — — FLK8133S 470 505 90.7 - FLKK8133S 505 556 98 140
6 | 133x0.361 5.13 126 146 -~ - - - FLKK613357.26 7.65 174 191
4 133x0455 6.7521.6 0920 — | - == — - -~ — FLKK41335 886 937 267 258
2 |665x0.254 851 33.7| 0580 — = == — - - - FLKK26655 1003 1054 376 339
1 817x0.254 9.60 41.4 0490 — | - —-]- — —  — - FLKK18175 1007 1257 469 391

Values|,, at40°C

Item number: Main number
Colour:=red (RT), blue (BL), black (SW), white (WS), green(GN), brown (BR),
violet (V1), orange (OR), yellow (GE), grey (GR), pink (RS), transparent (TR)

Example: = FLKK3207SBR
FLKK3207S =main number
BR=brown
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Fluoropolymer Stranded Wires
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V5.0

Stranded Hook Up Wires FEP, Cu tin plated, -65 to 180 °C

(No stock item)

black, brown, red, orange, yellow, green, blue, violet, grey, pink, white, transparent

Insulation: Fluorethylenpropylene (FEP)
Conductor: tin plated copper (TPC)
Colours:
Temperature Range: -651t0 180 °C
Type: KT, thin-walled
Operating Voltage: 250/500V ACU /U
strands conductor i withinsulation
AWG numberx @ wire-@| sect. R n::s;:;r D nin Prmax weight lmax
[mm] mm4 | mm? | [Q/km] [mm]| mm] | [g/m] | Al
7x0.079 | 0.24 | 0.03 | 597.1| FLKT3207T 0.510.61 038 4
19x0.051 0.24 0.04 554.5 FLKT3219T 0.510.61 08 4
(3) 7x0.102 | 0.30 | 0.06 | 354.3| FLKT3007T 0.560.66 1.0 5
19x0.064 0.30 0.06 347.8 FLKT3019T 0.560.66 1.0 5
g 7x0.127 | 0.38 | 0.09| 223.8| FLKT2819T 0.640.74 1.4 7
19x0.079 0.37 0.09 222.1 FLKT2819T 0.640.74 1.2 7
2 7x0.160 | 0.48 | 0.14| 139.8| FLKT2607T 0.740.84 20 9
19x0.102 0.48 0.15 131.6 FLKT2619T 0.740.84 2.1 9
i 7x0.203 | 0.60 | 0.23| 86.0 = FLKT2407T 0.860.96 29 12
19x0.127 0.60 0.24 83.3 FLKT2419T 0.86/0.96 29 12
; 7x0.254 | 0.76 | 0.35| 54.8  FLKT2207T 1.02/1.12 4.4 15
19x0.160 0.76 0.38 522 FLKT2219T 1.22/1.32 6.3 15
; 7x0.320 | 0.96 | 0.56| 34.1 | FLKT2007T 1.221.32 6.3 21
19x0.203 0.96 0.62 320 FLKT2019T 1.221.32 6.6 21
:3 7x0.404 | 1.21 | 0.90| 21.5 - = | = = =
19x0.254 1.20 0.96 204 — — | - - =
; 19x0.287 1.36 | 1.23| 15.8 - = | = ==
l 19x0361 1.71 1.94 10.0 = = | ==| = =
; 19x0.455] 2.15 | 3.08| 6.30 - = == ==
37x0.320 224 298 6.59 — — | -
; 37x0.404 282 474 413 = = | == == ==
8133x0.287 410 861 230 — — | -
6133x0.361) 5.13 | 12.6| 1.46 = = == ==
4133x0.455 6.75 21.6 0.920 — == = = =
2665 x0.254/ 8.51  33.7|0.580 — e e e
1817x0.254 9.60 41.4 0.490 — e e

Values |, at40 °C

Item number: Main number

K, normal

600/1000V AC U/U

main

number

FLK3207T
FLK3219T
FLK3007T
FLK3019T
FLK2807T
FLK2819T
FLK2607T
FLK2619T
FLK2407T
FLK2419T
FLK2207T
FLK2219T
FLK2007T
FLK2019T
FLK1807T
FLK1819T

FLK1619 T

FLK1419T

FLK1219T
FLK1237T
FLK1037T
FLK8133T

withinsulation

(9}

min] “max Weight Imax

[mm] [mm] [g/m] [A]

0.64
0.66
0.71
0.71
0.79
0.79
0.89
0.89
1.02
1.02
1.17
1.17
137
137

0.84 1.2

086 1.3
0.91

0.91

4
4
1.5 5
15 5
7

099 20
099 20 7
1.09 2.7 10
1.09 28 10
122 3.7 13
122 39 134
137 5.27 15
137 55 15
157 7.5 23

157 81 23

1.63 1.88 11.1 29

1.63 1.88 114 35

1.85 2.21 14.8 35

2.24 259 22.3 52

2.72 3.07 34.0 70

2.67 3.02 34270

3.22 3.58 50.7 94

5.05 90.7 393

KK, thick-walled
1000/1900V AC U /U

main
number
FLKK3207T
FLKK3219T
FLKK3007T
FLKK3019T
FLKK2807T
FLKK2819T
FLKK2607T
FLKK2619T
FLKK2407T
FLKK2419T
FLKK2207T
FLKK2219T
FLKK2007T
FLKK2019T
FLKK1807T
FLKK1819T
FLKK1619T

FLKK1419T

FLKK1219T
FLKK1237T
FLKK1037T

FLKK8133T
FLKK6133T
FLKK4133T
FLKK2665T
FLKK1817T

Colour:=red (RT), blue (BL), black (SW), white (WS), green(GN), brown (BR),
violet (V1), orange (OR), yellow (GE), grey (GR), pink (RS), transparent (TR)

Example: = FLKT3207TRT
FLKT3207T =main number
RT=red

withinsulation

o .| 2

min weight lmax

lg/m] | [A]

max:

[mm] | [mm]

0.89 1.09
0.89 1.09
097 1.17
0.97 1.17
1.04| 1.24
1.04 1.24
1.14| 1.35
1.14 135
1.27| 1.47
1.27 147
1.42| 1.63
142 1.63
1.63 1.83
1.63 1.83
1.88 2.13
1.88 2.13

211 241

249 2.90

297 3.38

292 333

3.48| 3.89

5.05
7.26
8.86

5.56
7.65
9.37

1.9
1.9
2.37
23
2.7
2.7
35
3.6
4.6
4.7
6.1
6.4
8.5
9.0
12
13
16

24

36
37
54

98
174

53

71
71
94

140
19

267 258
10.03/10.54 376 339
10.07 12.57 469 391
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Fluoropolymer Stranded Wires
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V5.0

Stranded Hook Up Wires PFA, Cu silver plated, -65 to 200 °C

(No stock item)

Insulation:
Conductor:
Colours:

Temperature Range:

Type:
Operating Voltage:

AWG

32
32
30
30
28
26
24
22
20
18
16
14
12
10
8

6

Values|,, at40°C

strands
number x @
[mm]
1x0,203
7x 0,079
1x0,254
7x0,102
7x0,127
19x 0,102
19x0,127
19x 0,160
19x0,203
19x 0,254
19x 0,287
19x0,361
19x 0,455
37 x 0,404
133x0,287
133x0,361

Item number:

Perfloralkoxy (PFA) flamre retardent, low smoke emission
silver plated copper (SPC)
black, brown, red, orange, yellow, green, blue, violet, grey, pink, white, transparent
-65t0200°C

conductor

wire-@
[mm]

0,20
0,24
0,25

0,30
0,38
0,48
0,60
0,76
0,96
1,20
1,36
1,71

2,14
2,82

4,10
515

sect. R

mm?] |[Q/km]
0,03/544,6
0,03 557,7
0,05/347,8
0,06 328,1
0,09/208,7
0,16 122,4
0,24 77,4
0,38 48,6
0,62 29,9
0,96 19,0
1,23| 14,9
1,94 9,42
2,98| 594
4,74 3,90
8,60 2,17
13,61 1,37

AT, thin-walled

300/500V ACU /U

with insulation

main
number

FLAT3201S
FLAT3207S
FLAT3001S
FLAT3007S
FLAT2807S
FLAT2619S
FLAT2419S
FLAT2219S
FLAT2019S

Main number
Colour:=red (RT), blue (BL), black (SW), white (WS), green(GN), brown (BR),
violet (V1), orange (OR), yellow (GE), grey (GR), pink (RS), transparent (TR)

min
[mm]
0,45
0,51
0,55
0,55
0,65
0,75
0,85
1,03
1,21

Example: = FLAT3207SVI
FLAT3207S =main number

VI==violet

Qmax

[mm]
0,55
0,61
0,60
0,65
0,75
0,85
0,95
1,13
1,35

weight
lg/m]
0,7

038

0,60
1,0

Imax

[A]
4

main
number

FLA3201S
FLA3207S
FLA3001S
FLA30075
FLA2807S
FLA2619S
FLA2419S
FLA2219S
FLA2019S
FLA1819S
FLA1619S
FLA1419S
FLA1219S
FLA1037S

min
[mm]
0,67
0,69
0,68
0,73
0,83
0,93
1,02
1,18
1,38
1,64
1,89
2,30
2,77
3,29

A, normal
600/1000V ACU /U

with insulation

)
[mm]
0,81
0,83
0,82
0,87
0,97
1,07
1,22
1,38
1,58
1,84
2,15
2,56
3,03
3,55

lg/ml]
11
1,2
13
1,5
2,0
2,8
3,9
55
81
12
16
23
33

max  Weight Imax

[A]
4

8
11
14
19
25
33

399

AA, thick-walled
1000/1900V ACU /U

main
number

FLAA3201S
FLAA3207S
FLAA3001S
FLAA3007S
FLAA2807S
FLAA2619S
FLAA2419S
FLAA2219S
FLAA2019S
FLAA1819S
FLAA1619S
FLAA1419S
FLAA1219S
FLAA1037S
FLAA8133S

FLAA6133S

with
insulation

min Pmax weight | Imax

[mm] | [mm]
0,86 1,06
0,92 1,12
0,91 1,11
0,96 1,16
1,04 1,24
1,14 1,34
1,26 1,46
1,42 1,62
1,62/1,82
1,87 2,13
2,13 2,39
2,53 2,85
3,01 333
3,62 3,94
5,22 5,54
7,39 7,71

lg/ml]
1,8
2,0
2,1
2,3
2,5
3,2
4.4
6,7
9,5
12
15
24
36
51
94

176

[A]
4

8
11
14
19
25
33
39
53
70
94

140

189
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